
36”
MODEL - 988184
14.5 HP / 603 CC Kawasaki® FS481 
Engine 

48” 
MODEL - 988185
18.5 HP / 603 CC Kawasaki® FS600 
Engine

52” 
MODEL - 988186
18.5 HP / 603 CC Kawasaki® FS600 
Engine

60” 
MODEL - 988187
23 HP / 726 CC Kawasaki® FS691
Engine 

A SMOOTH OPERATOR
Change speed with the simple glide of its hydro lever for easy

maneuvering. Don’t let its easy maintenance and smooth

handling fool you, this commercial walk-behind is  built

tough and will perform season after season.

SINGLE-POINT HEIGHT-OF-CUT Provides optimal 

cutting performance in 1/4-inch increments.

INTUITIVE STEERING CONTROLS Offers a shortened learning

curve while providing precision handling.

WIDE WHEELBASE Delivers superior hillside stability.
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36HR 48HE 52HE 60HE

MODEL NUMBER 988184 988185 988186 988187

ENGINE KAWASAKI® FS481V KAWASAKI® FS600V KAWASAKI® FS600V KAWASAKI® FS691V

HORSEPOWER 14.5 HP 18.5 HP 18.5 HP 23 HP

DISPLACEMENT 603 CC 603 CC 603 CC 726 CC

DRIVE SYSTEM HYDRO-GEAR® ZT-2800 TRANSAXLE

FUEL CAPACITY 5.8 GAL.

GROUND SPEED 
(APPROX. Mph) (Forward/Reverse)

8 MPH / 3 MPH

STARTER ELECTRIC

DECK

DECK MATERIAL 10 GA.

DECK CONSTRUCTION FABRICATED

NUMBER OF SPINDLES 2 3 3 3

BLADE TIP SPEED (FPM) 18,000

SPINDLE HOUSING MATERIAL ALUMINUM ALUMINUM FORGED ALUMINUM FORGED ALUMINUM

SPINDLE BEARINGS BALL BEARING

DECK ENGAGEMENT OGURA GT1A ELECTRIC CLUTCH

DECK LIFT SYSTEM MANUAL

CUTTING WIDTH 36 IN 48 IN 52 IN. 60 IN.

CUTTING HEIGHTS 1.5 IN - 4.5 IN 1.5 IN - 5.0 IN 1.5 IN - 5.0 IN 1.5 IN - 5.0 IN

CUTTING POSITIONS 
(1/4 IN. Increments)

13 15 15 15

WHEELS

FRONT AXLE N/A

FRONT WHEELS 11 X 4-5 SEMI-PNEUMATIC

REAR WHEELS 21 X 7-10 20 X 8-10

MACHINE

WEIGHT 701 LBS 740 LBS 770 LBS 795 LBS

LENGTH 64 IN 69 IN 71 IN 71.8 IN

WIDTH (w/o CHUTE) 36.8 IN 50.1 IN 55.5 IN 63 IN

WIDTH (w/ CHUTE) 48.3 IN 62.2 IN 67.6 IN 75.1 IN

HEIGHT 45 IN

WARRANTY

UNIT 4 YEAR / 750 HOUR - NO HOUR LIMIT FIRST 2 YEARS

DECK SHELL & FRAME N/A

ATTACHMENTS & ACCESSORIES

MULCHING KIT, GRASS COLLECTOR, SINGLE WHEEL SULKY, TWO WHEEL SULKY, HEADLIGHT KIT, OCDB KIT, LASEREDGE BLADE KIT


