
S E R I E S

W HEN T HE SNO W FA L L S ,  R ISE T O T HE OCC A SION.

PATH-PRO®

The Path-Pro is ready to stand up to any snowfall. Its reinforced rubber paddles and 
adjustable scraper bar easily handle up to nine inches of snow. With its tireless Ariens 
AX engine, the Path-Pro can throw 57 tons of snow every hour. And with its folding 
handlebar, it can be stored in tight places, making it perfect for smaller properties.

I love my Path-Pro, it’s the perfect
size for me and my wife. It’s easy to

use and always gets the job done!

— Joseph B. 
Whitefish Bay, WI

ROBUS T HOUSING A ND PA DDLE
Steel-walled housing shreds through snow, while 
the reinforced rubber paddles and adjustable 
scraper bar provide a clean-to-thepavement finish

QUICK ACCESS COV ER
With an easy-access maintenance hatch we make 
it easy to keep your Ariens® Sno-Thro® running 
like an Ariens

AVA IL A BLE REMO T E CHU T E 
Remote chute rotation gives you the power to let 
snow fly in any direction you please. Available on 
specific models

H AS T LE-F REE S TA R T ING
Electric and recoil starting for quick and easy 
operation

E AS Y S T OR AGE 
Our folding handlebars allow this unit to be stored 
in tight places



PRODUCT SPECIFICATIONS

VISIT ARIENS.COM  FOR DETAILS
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DESIGNATION PATH-PRO®  
208E

PATH-PRO®  
208EC

MODEL # 938032 938033

STAGE TYPE SINGLE STAGE SINGLE STAGE

ENGINE POWER 208CC  
(9.5 FT/LBS)

208CC  
(9.5 FT/LBS)

ENGINE BRAND ARIENS AX ARIENS AX

STARTING SYSTEM 120V/RECOIL 120V/RECOIL

CLEARING WIDTH 21 IN (53.3 CM) 21 IN (53.3 CM)

HOUSING HEIGHT 12.2 IN (31 CM) 12.2 IN (31 CM)

THROWING DISTANCE 3 - 35 FT (.9 - 10.7 M) 3 - 35 FT (.9 - 10.7 M)

CHUTE TURNING RADIUS 210° 210°

CHUTE ROTATION MANUAL REMOTE

DEFLECTOR CONTROL MANUAL MANUAL

TIRE SIZE 7.5 X 1.75 IN (19.1 X 4.4 CM) 7.5 X 1.75 IN (19.1 X 4.4 CM)

STEERING SOLID UNLOCKED SOLID UNLOCKED

DRIVE TYPE AUGER PROPELLED AUGER PROPELLED

SPEEDS 1 FORWARD 1 FORWARD

AUGER DIAMETER 8.375 IN  
(21.3 CM)

8.375 IN  
(21.3 CM)

AUGER TYPE REINFORCED RUBBER REINFORCED RUBBER

SCRAPER BAR POLYMER ADJUSTABLE POLYMER ADJUSTABLE

PRODUCT WARRANTY 3YR RES,  
90DAY COMM

3YR RES,  
90DAY COMM

LENGTH 54.3 IN (137.9 CM) 54.3 IN (137.9 CM)

WIDTH 21.6 IN (54.9 CM) 21.6 IN (54.9 CM)

HEIGHT 40.9 IN (103.9 CM) 40.9 IN (103.9 CM)

WEIGHT 95 LBS (43.1 KG) 97 LBS (43.9 KG)

ACCESSORIES AT 
A GLANCE FLOOR MAT, SNO-THRO COVER, HIGH WEAR PADDLES FLOOR MAT,  SNO-THRO COVER, HIGH WEAR PADDLES


